
 

 
Richard Hall Ltd Plant Specifications 23.09.25  

Machine Weight (t) Max Reach 
(mm) 

Max Load 
Height 
(mm) 

Max 
Depth 
(mm) 

Height 
(mm) 

Width 
(mm) 

Komatsu 
PC210 
LC-8 Long 
Reach 

24.0 15,250 11,680 11,510 3,390 3,080 

Hitachi 
ZX210LC 
Long Reach 

22.8 9,750 6,670 6,670 3,020 2,990 

Volvo 
ECR235 25.04 9,735 10,915 6,755 3,365 3,090 

Volvo 
EC180EL 18.37 8,560 5,250 5,250 2,900 2,800 

Volvo 
ECR145EL 15.6 7,990 5,130 5,130 2,895 2,690 

Kobelco 
SK140 14.9 8,000 5,000 5,000 2,800 2,500 

Volvo EC60E 5.82 6,105 4,000 3,695 2,585 1,845 

 

Attachment Weight Construction 
Material 

Max 
Opening 
Diameter 

Min 
Opening 
Diameter 

Uses 

Safe 
Working 
Load 
(~3M) 

VOSCH RSG 
1950-7T 1,950 kg Hardox 400 

steel 2,200 mm 120 mm 
Tree Felling 
& Material 
Handling 

6 t 

VOSCH RSG 
1600-7T 850 kg Hardox 400 

steel 1,600 mm 50 mm 
Tree Felling 
& Material 
Handling 

3.3 t 

Intermercato 
6 Tine Grab 600 kg Hardox 400 

steel 1,500 mm 100 mm Material 
Handling 5 t 

Intermercato 
4 Tine Grab 300 kg Hardox 400 

steel 1,500 mm 100 mm Material 
Handling 5 t 

Excavator 
Pallet Fork 
Extensions 

1,500 kg 
(per pair) 

Grade 50 
steel N/A N/A 

Moving 
Palletized 
Goods 

2 t 

 


